
FE-360 / 361 

FE-340 / 341

FE-360E: 
Entrepaño / Shelf

18.0 x20.0 x 13.5 cm

FE-363E: Entrepaño / Shelf
32.0 x 35.0 x 23.0 cm

Features
• Microcontrolled digital control with LCD screen, to observe 

programmed operating temperatures, cycle time and 
process status.

• Easy programming of the temperature control now 
incorporated with “Auto-tunning” system.

• System with security alarms with high and low temperature 
limits.

• Fault detection system.
• Timer up to 75 hours.
• Up to 16 temperature profiles and ramp control.
• USB digital communication, through data acquisition and 

graphing software.
• Thermocouple sensor type K.
• Maximum operating temperature 1,100º C.
• Built-in heating element.
• Double steel cabinet, finished in anticorrosive enamel.
• Door can be used as a handy shelf to take samples after 

removal from the chamber (except FE-363).
• With air flow regulation.

• High efficiency Alumina-Silica insulation.
• Available shelves for series FE-360 and FE-363 in 304 

stainless steel (maximum working temperature 600º C).
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Modelo
Model

Tiempo temp. Máx.
Max. temp. time

Temperatura
Temperature

Estabilidad
 Stability

Watts
Watts

Amperes
Amps

120
220
120
220
220

Voltios
Volts

12.0 x  19.0 x  11.0 cm
12.0 x  19.0 x  11.0 cm

20.0 x 28.0 x 22.0 cm
20.0 x 28.0 x 22.0 cm
37.0 x 45.0 x 40.0 cm

35.0 x 35.0 x 46.0 cm
35.0 x 35.0 x 46.0 cm
40.0 x 47.0 x 64.0 cm
40.0 x 47.0 x 64.0 cm
66.0 x 71.0 x  91.0 cm

25.0 Kg
25.0 Kg
48.0 Kg
48.0 Kg

145.0 Kg

Interior WxDxH*
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Exterior WxDxH
Exterior WxDxH

Peso
Weight

*WxDxH: Ancho x profundidad x alto / Width x depth x height.
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